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Devon Log Cabin
Technical Details

©

Sizes available
available in standard 28mm, premium 35mm and ultimate 44mm cladding types

Devon Log Cabin 
3.5mx2.5m

Devon Log Cabin 
4.0mx2.5m

Devon Log Cabin 
4.5mx2.5m

Side elevation: depth 2.5m
Overall Building Depth: Includes Overhang

all thicknesses = 2.820m/9’ 3”

Building Wall Depth 28mm = 2.576m/8’ 5”
    35mm = 2.590m/8’ 6”
    44mm = 2.608m/8’ 7”

Internal Depth all thicknesses = 2.334m/7’ 8”
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Internal Width all thicknesses = 4.134m/13’ 7”

Overall Building Width
all thicknesses = 4.430m/14’ 6”

Building Wall Width 28mm = 4.376m/14’ 4” 
    35mm = 4.390m/14’5”
    44mm = 4.408m/14’6”
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W4.5m x D2.5m / W14’9” x D8’2”
Devon: Front elevation

Total Bearer Length = 4.222m/13’ 10”

Bearer Length = 2.111m/6’ 11” Bearer Length = 2.111m/6’ 11”

Minimum Base Width = 4.280m/14’ 1”
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Please note: your base must be perfectly level and drainage is required to allow water to run o� the surface. There must also be at least 
2m clearance on each side to allow annual treatment to be applied.

Base Size and Bearers Layout (Pressure Treated)
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Internal Width all thicknesses = 3.830m/12’ 7”

Overall Building Width
all thicknesses = 4.130m/13’ 7”

Building Wall Width 28mm = 4.076m/13’ 4”
    35mm = 4.090m/13’ 5”
    44mm = 4.108m/13’ 6”
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W4.0m x D2.5m / W13’2” x D8’2”
Devon: Front elevation

Total Bearer Length = 3.922m/12’ 10”

Bearer Length = 1.961m/6’ 5” Bearer Length = 1.961m/6’ 5”

Minimum Base Width = 3.980m/13’ 1”
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Please note: your base must be perfectly level and drainage is required to allow water to run o� the surface. There must also be at least 
2m clearance on each side to allow annual treatment to be applied.

Base Size and Bearers Layout (Pressure Treated)



W3.5m x D2.5m / W11’6” x D8’2”
Devon : Front elevation
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Internal Width all thicknesses = 3.234m/10’ 7”

Overall Building Width
all thicknesses = 3.530m/11’ 7”

Building Wall Width 28mm = 3.476m/11’ 5”
    35mm = 3.490m/11’5”
    44mm = 3.508m/11’6”
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Total Bearer Length = 3.322m/10’ 7”

Minimum Base Width = 3.402m/11’ 2”
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Please note: your base must be perfectly level and drainage is required to allow water to run o� the surface. There must also be at least 
2m clearance on each side to allow annual treatment to be applied.

Base Size and Bearers Layout (Pressure Treated)
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Devon Log Cabin

Technical Details

Sizes available
available in ultimate 44mm cladding types

Side elevation: depth 3.5m
Overall Building Depth: Includes Overhang

all thicknesses = 4.042m/13’ 3”

Building Wall Depth 44mmmm = 3.508m/11’ 6”
   

Internal Depth all thicknesses = 3.234m/10’ 7”
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Devon  3.5mx3.5m
W3.5m x D3.5m
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Internal Width all thicknesses = 3.234m/10’ 7”

Overall Building Width
all thicknesses = 3.530m/11’ 7”

Building Wall Width 44mm = 3.508m/11’6”
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W3.5m x D3.5m / W11’6” x D11’6”
Devon: Front elevation

Bearer Length = 3.322m/10’ 7”

Minimum Base Width = 3.402m/11’ 2”
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Please note: your base must be perfectly level and drainage is required to allow water to run o� the surface. There must also be at least 
2m clearance on each side to allow annual treatment to be applied.

Base Size and Bearers Layout (Pressure Treated)
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Devon Log Cabin
Technical Details

Devon Log Cabin
3.5mx3.5m

Devon Log Cabin
4.0mx3.5m

Devon Log Cabin
4.5mx3.5m

Devon Log Cabin
5.0mx3.5m

Sizes available
available in standard 28mm, premium 35mm and ultimate 44mm cladding types

Side elevation: depth 3.5m
Overall Building Depth: Includes Overhang

all thicknesses = 4.042m/13’ 3”

Building Wall Depth 28mm = 3.476m/11’ 5”
    35mm = 3.490m/11’ 5”
    44mm = 3.508m/11’ 6”

Internal Depth all thicknesses = 3.234m/10’ 7”
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Internal Width all thicknesses = 4.734m/15’ 6”

Overall Building Width
all thicknesses = 5.052m/16’ 7”

Building Wall Width 28mm = 4.976m/16’ 4” 
    35mm = 4.990m/16’ 4” 
    44mm = 5.008m/16’5”
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W5.0m x D3.5m / W16’5” x D11’6”
Devon: Front elevation

Total Bearer Length = 4.822m/15’ 10”

Bearer Length = 2.411m/7’ 11” Bearer Length = 2.411m/7’ 11”

Minimum Base Width = 4.902m/16’ 1”
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Please note: your base must be perfectly level and drainage is required to allow water to run o� the surface. There must also be at least 
2m clearance on each side to allow annual treatment to be applied.

Base Size and Bearers Layout (Pressure Treated)
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Internal Width all thicknesses = 4.134m/13’ 7”

Overall Building Width
all thicknesses = 4.452m/14’ 7”

Building Wall Width 28mm = 4.376m/14’ 4” 
    35mm = 4.390m/14’ 5” 
    44mm = 4.408m/14’6”
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W4.5m x D3.5m / W14’9” x D11’6”
Devon: Front elevation

Total Bearer Length = 4.222m/13’ 10”

Bearer Length = 2.111m/6’ 11” Bearer Length = 2.111m/6’ 11”

Minimum Base Width = 4.302m/14’ 1”
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Please note: your base must be perfectly level and drainage is required to allow water to run o� the surface. There must also be at least 
2m clearance on each side to allow annual treatment to be applied.

Base Size and Bearers Layout (Pressure Treated)



D
oo

r H
ei

gh
t

al
l t

hi
ck

ne
ss

es
 =

 1
.8

76
m

/6
’ 2

”

Internal Width all thicknesses = 3.834m/12’ 7”

Overall Building Width
all thicknesses = 4.152m/13’ 7”

Building Wall Width 28mm = 4.076m/13’ 4”
    35mm = 4.090m/13’ 5” 
    44mm = 4.108m/13’6”
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W4.0m x D3.5m / W13’1” x D11’6”
Devon: Front elevation

Total Bearer Length = 3.922m/12’ 10”

Bearer Length = 1.961m/6’ 5” Bearer Length = 1.961m/6’ 5”

Minimum Base Width = 4.002m/13’ 2”
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Please note: your base must be perfectly level and drainage is required to allow water to run o� the surface. There must also be at least 
2m clearance on each side to allow annual treatment to be applied.

Base Size and Bearers Layout (Pressure Treated)
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